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All items can be produced with union connection.
Anti-Vibration Hose

Technical Specifications

ThermoplasticHose Material:

AISI304 Stainless Steel or Galvanized SteelBraiding Material Options:

Zinc Plated St. 37 or AISI304 Stainless SteelFitting Material Options:

With Elbow or StraightConnections:

PN16Pressure Nominal:

DN12 to DN50Diameters:

50, 60, 70, 80, 90, 100, 125, 150Standard Lengths (cm):

Float Switch

Cable
Diameter

Cable
Section

Cable
Length

CodeType

3 x 0,75 mm7,80 mm1,60 mK4DAM101

PVC Cable
(H05VV-F)

3 x 0,75 mm7,80 mm3,00 mK4DAM102

3 x 0,75 mm7,80 mm5,00 mK4DAM103

3 x 0,75 mm7,80 mm10,00 mK4DAM104

3 x 0,75 mm7,80 mm15,00 mK4DAM105

3 x 0,75 mm7,80 mm20,00 mK4DAM106

3 x 1 mm9,00 mm0,60 mK4DAM201

Rubber Cable
(H05RN-F)

3 x 0,75 mm7,80 mm1,60 mK4DAM202

3 x 0,75 mm7,80 mm3,00 mK4DAM203

3 x 0,75 mm7,80 mm5,00 mK4DAM204

3 x 0,75 mm7,80 mm10,00 mK4DAM205

3 x 0,75 mm7,80 mm15,00 mK4DAM206

3 x 0,75 mm7,80 mm20,00 mK4DAM207

Technical Specifications

16A 250V~Microswitch:

30.000 On-Off (Min)Mechanical Endurance:

10.000 On-Off (Min)Electrical Endurance:

3 BarNominal Pressure:

±45ºSwitching Angle:

+50ºCMaximum Temp.:

IP68Protection Class:

Polypropylene (PP)Body Material:

DescriptionModel Code

Anti-Vibration Hose, StraightC6CGR

Anti-Vibration Hose, Straight, PN16, GalvanizedC6CGR100

Anti-Vibration Hose, Straight, PN16, AISI304 BraidedC6CGR500

Anti-Vibration Hose with ElbowC6CGS

Anti-Vibration Hose, with Elbow, PN16, GalvanizedC6CGS100

Anti-Vibration Hose, with Elbow, PN16, AISI304 BraidedC6CGS500

*Startes reserves the right to modify this drawing without prior notice.


